
FRONT ELEVATION

HANGING, AT REST

BRANCH
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3/8" EYE BOLT

TOP OF SPINE

2-3 LB WEIGHT

ON 4 1/2" CRANK

ROPE + SEPARATE SAFETY LINE

SIDE ELEVATION

WEIGHT SWING Ø12"

KEEP PADDING CLEAR

DETAIL A · CRANK + WEIGHT

1/4" × 1 1/4" FLAT BAR

4.5" C-C

6" OVERALL
WASHER STACK Ø3"

BOLT + LOCK NUT

NOTES

1. Dimensions in inches. Hang from a branch or frame rated

for many times the prop's weight.

2. Motor at chest height, crank 4 1/2" C-C, weight bolted

with a lock nut and thread locker.

3. Keep all padding at least 6 1/2" from the motor shaft so

the weight never touches it.

4. No swivel on the rope. Set park with the weight at the

bottom so the bag hangs still.

CUT LIST & HARDWARE

QTY PART SIZE / SPEC

1 Spine, 2×4 48"

1 Shoulder piece, 1×4 16"

1 Eye bolt 3/8" × 4" + washers

1 Wiper motor 12V

1 Crank, 1/4" flat bar 1 1/4 × 6"

1 Weight, washers or plate 2-3 lb, Ø3"

1 Body bag or tarp about 6 ft

1 Rope + safety line rated well over 50 lb

1 Auto relay + fuse 40A relay, 15A fuse

PROP CONTROL · DIY PROJECT 06

THRASHING

BODY BAG

Off-center weight · wiper + park
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