
SECTION THROUGH THE COFFIN

CORPSE SHOWN AT 45° · HEAD END ON THE LEFT

AT REST

74" COFFIN
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HIP HINGE ON BLOCK

EYE BOLT 8" FROM HINGE

WIPER MOTOR UNDER

THE FLOOR, BEHIND DRAPE

11 × 2" SLOT IN FLOOR

TOP VIEW · COFFIN FLOOR
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DETAIL A · CRANK

4" C-C

5.5" OVERALL

DETAIL B · PUSHROD

12 1/2" C-C

NOTES

1. Dimensions in inches. Hip hinge 6 1/4" above the coffin

floor, 38 1/2" from the head end.

2. Motor shaft 8" toward the head from the hinge and 8"

below it, just under the coffin floor.

3. With these sizes the corpse sits up from 4° to 71°. Set

park so it lies flat.

4. Line the coffin over the slot so the pushrod is hidden.

Drape the stand to the ground.

CUT LIST & HARDWARE

QTY PART SIZE / SPEC

1 Coffin (14" deep min.) 74 × 18 × 15

1 Stand + drape 22" high

1 Torso board, 1×6 20"

1 Hinge block, 2×4 8"

1 Wiper motor + bracket 12V

1 Crank, 1/4" flat bar 1 × 5 1/2"

1 Pushrod, 1×2 13 1/2" (12 1/2" C-C)

2 Eye bolts 1/4"

1 Auto relay + fuse 40A relay, 15A fuse
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COFFIN

SITTER

Sits up from below · wiper + park
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DRAFT  ·  UNDER DEVELOPMENT  ·  DESIGN AND DIMENSIONS MAY CHANGE


